Abstract: Fault detection and isolation in a complex system are research hotspots and frontier problems in the reliability engineering field. Fault identification can be regarded as a procedure of excavating key characteristics from massive failure data, then classifying and identifying fault samples. In this paper, based on the fundamental of feature extraction about the fault coefficient, we will discuss the fault coefficient feature in complex electrical engineering in detail. For general fault types in a complex power system, even if there is a strong white Gaussian stochastic interference, the fault coefficient feature is still accurate and reliable. The results about comparative analysis of noise influence will also demonstrate the strong anti-interference ability and great redundancy of the fault coefficient feature in complex electrical engineering.
Introduction
Fault detection is always one of the core problems in the complex electrical engineering field. Generally speaking, fault detection can be divided into three categories based on analytical models, signal processing, and knowledge [1] [2] [3] [4] [5] . Among these fault detection technologies, the analytical models based fault detection technology was the earliest development and the most systematical research. It can construct a system model based mainly on the connections between components in a composition system and can be roughly divided into state estimation method, parameter estimation method and equivalence space method [6] [7] [8] . The fault detection based on signal processing can avoid establishing an object's mathematical model, and it can directly analyze measurable information by signal model, such as correlation function, frequency spectrum, high order statistics, autoregressive moving average process and so on. The fault can be detected by extracting amplitude, variance, frequency and other characteristic values [9, 10] . The fault detection based on signal processing mainly includes principle component analysis method, absolute value testing, tendency testing, Kullback detection, self-adaptable filter detection, etc. Similar to signal processing based fault detection, the fault detection based on knowledge is mainly applied to a nonlinear system. At the knowledge level, on the basis of knowledge processing technologies, the dialectical logic and mathematical logic will be integrated, and the symbol processing and numerical processing will be unified. It will also mainly include an expert system, fuzzy reasoning, neural network and rough set, etc. [11] [12] [13] [14] .
In fact, whichever fault detection technology we will adopt, the effective extraction of the fault feature is always the key problem. According to complex electrical engineering, we have carried out large numbers of basic research [15] [16] [17] [18] . In this paper, based on the fundamental of feature extraction about the fault coefficient, we will discuss the fault coefficient in complex electrical engineering.
The paper is organized as follows. In Section 2, the fundamental of feature extraction about fault coefficient are introduced. In Section 3, the Phasor Measurement Unit and Wide Area Measurement System are described, and they have provided a real-time data platform for improving the security and stabilization of power system. In Section 4, for general fault types in complex electrical engineering, the feature extraction process of fault coefficient is clarified in detail. Finally, the paper is concluded in Section 5.
The Fundamental of Feature Extraction about the Fault Coefficient
For general, fault factor model [19, 20] 
At this point, ij a is just the correlation coefficient between i x and j f .
Calculating variance on both sides of the fault factor model, 
2 j g can be considered to be the total variance contribution of j f on 1 2 , , , p x x x  . Suppose 1 2 , , , n x x x  are a group ofp dimensional samples, then the estimations of the sample mean value μ and the sample covariance matrix Σ are respectively, 
Suppose each component of original vector x have been standardized, if random vector x satisfies fault factor model, then
where R is the correlation matrix of x . Let 
Phasor Measurement Unit and Wide Area Measurement System
With the construction of long distance heavily stressed transmission system and the actualization of large scale interconnected power grids, the safety and stability problems of modern power system has become acute, which has also put forward a high requirement for the safety monitoring technology of power network. Based on mature Global Positioning System (GPS) technique and communication technique, Phasor Measurement Unit (PMU) has high stability and reliability, high precision, strong processing, calculating, memorizing and communication capabilities, friendly man-machine interface and openness, it has provided the foundations for dynamic monitoring in electric power system. Under unified time scales, PMU can directly afford the variation curve of voltage, current, phase angle, power, etc. in transient process of power grid, which has also created the conditions for state estimation, on-line security monitoring and dynamic supervising of power grid. On the basis of PMU, Wide Area Measurement System (WAMS) can reflect the dynamic changes of the whole power network in real time. As a new technology and important means which can realize real-time dynamic monitoring in power grid, WAMS has provided a real-time data platform for improving the security and stabilization of power system. As to the technical specification of the PMUs, a list of the items in one commercial product of power system real-time dynamic monitoring system is taken as an example and shown in Table 1 . The relevant technical details of Wide Area Measurement System and Phasor Measurement Unit can refer to [15, 21] .
In the research of this paper, the data sources are from Wide Area Measurement System, and they can be gathered by Phasor Measurement Unit, of course, the whole process can be completed by Bonneville Power Administration (BPA) simulations. Thus, the real-time property can be guaranteed by Phasor Measurement Unit and Wide Area Measurement System. Besides, the feature extraction technology of fault coefficient advanced in this paper can be able to extract accurate fault characteristics with high efficiency, and it has strong anti-interference ability and great redundancy.
Fault Coefficient Feature Extraction in Complex Electrical Engineering
In order to illustrate the superior feature extraction abilities of fault coefficient feature extraction fundamental, IEEE 39-BUS New England power system will be an experimental subject. The electric diagram of IEEE 39-BUS New England power system is presented in Figure 1 . In the network architecture, failures will be discussed in detail. In particular, different levels of Gaussian stochastic interference will be introduced. The anti-interference capability of the fault coefficient feature extraction technology will be deeply analyzed. 
Fault Coefficient Feature Extraction in Asymmertical Short Circuit Fault
In the IEEE 39-BUS New England power system, an asymmertical short circuit fault breaks out suddenly, and BUS-18 is the actual fault location. By BPA simulations, one can get the node negative sequence voltages. Meanwhile, one has also introduced a white Gaussian stochastic noise 2 (0,0.003 ) N , and carries out detailed analysis about these original electrical information vectors. According to the fundamental of feature extraction about the fault coefficient, one can calculate the initial characteristic values, initial characteristic vectors, squared loadings and rotation squared loadings. Among them, the initial characteristic value of the first fault factor is 0.01563622, the variance percentage is 0.9852, and the cumulative variance percentage is also 0.9852. For the second fault factor, the initial characteristic value of the first fault factor is 0.00008786, the variance percentage is 0.0056, and the cumulative variance percentage is 0.9908. For the third fault factor, the initial characteristic value of the first fault factor is 0.00007585, the variance percentage is 0.0048, and the cumulative variance percentage is 0.9956. For the fourth fault factor, the initial characteristic value of the first fault factor is 0.00007056, the variance percentage is 0.0044, and the cumulative variance percentage is 1.0000. Actually, only the first fault factor needs to be extracted in this simulation. Furthermore, we calculate the fault coefficient of all fault factors, as shown in Table 2 . Because we have focused on the first fault factor, and the general form of the first fault factor is: 
In the first fault factor, we will concentrate on the coefficient feature. For all of these coefficients in Fault1, the coefficient of BUS-18 is 0.520984, which is the biggest one. Consequently, we come to the conclusion that BUS-18 is just the fault BUS. In the meantime, the expression of the first fault factor without the interference of white Gaussian stochastic noise has also been obtained through the same approach, namely 
In the above expression, the BUS-18 fault certainly has been identified. Let's further discuss the noise influence for fault coefficients shown in Figure 2 . The total average deviation level is 0.00041346. Thus, despite the fact that there is stochastic influence of white Gaussian noise, the fault coefficient feature is still distinct. 
Fault Coefficient Feature Extraction in Symmetrical Short Circuit Fault
Now, let us further analyze a more complex symmetrical short circuit fault in IEEE 39-BUS New England power system. This time BUS-18 is subjected to a three-phase short circuit fault. By BPA simulations, the node positive sequence voltages have been calculated. In this simulation, let's introduce a stronger white Gaussian stochastic noise 2 (0,0.06 ) N .
Based on the fundamental of feature extraction about fault coefficient, the initial characteristic values, initial characteristic vectors, squared loadings and rotation squared loadings can also be calculated. Among them, the initial characteristic value of the first fault factor is 1.83004634, the variance percentage is 0.8828, and the cumulative variance percentage is also 0.8828. For the second fault factor, the initial characteristic value of the first fault factor is 0.24305527, the variance percentage is 0.1172, and the cumulative variance percentage is 1.0000. Obviously, the first fault factor is just what we are seeking.
The fault coefficient of all fault factors can be obtained through the same approach (see Table 3 ). Therefore, the general form of the first fault factor can be written as: In the first fault factor, the coefficient feature is always crucial. For all of these coefficients in Fault1, the coefficient of BUS-18 is 0.380180, which is also the biggest one. As a result, we come to the conclusion that BUS-18 is the fault BUS. At the same time, the expression of the first fault factor without the interference of white Gaussian stochastic noise can be described: 
In the former expression, the real fault location BUS-18 certainly has also been identified. In addition, the noise influence for fault coefficients is presented in Figure 3 . In this simulation, the total average deviation level is 0.0016. Therefore, the fault coefficient feature is completely reliable. 
Conclusions
In order to realize real time and accurate fault detection in complex electrical systems, one needs to obtain fault information of electric networks. In the process of power system operation, rich monitoring data includes the system's normal operation information. Once the fault of a system or equipment occurs, large amounts of fault feature information will be presented, such as operation sequence of protection and circuit breaker recorded by fault recorder, the switching action information, electrical quantities and measuring information provided by the Wide Area Measurement System. All of these have provided data guaranteed for accurate and reliable fault detection.
In this paper, based on the fundamental of feature extraction about the fault coefficient, we have discussed the fault coefficient in complex electrical engineering. According to the research in this paper, the system failure is corresponding to the variable with the biggest coefficient in the first fault factor. For asymmetrical short circuit fault and symmetrical short circuit fault in IEEE 39-BUS New England power system, even if there is strong white Gaussian stochastic interference, the fault coefficient feature is still accurate and reliable. The feature extraction technology about fault coefficient proposed in this paper can extract fault characteristics with high efficiency, and it can satisfy the real-time and accuracy requirements of Wide Area Measurement System and Phasor Measurement Unit. The comparative analysis results of noise influence have also demonstrated the strong anti-interference ability and great redundancy of the fault coefficient feature in complex electrical engineering.
